RESIN WAX RIBBON

ID TECHNOLOGIES

CONTINUING INNOVATION

It's designed for printing at lower temperatures and has excellent resistance to high-
temperature boiling, freezing and refrigeration, as well as exceptional scratch resistance.
RECOMMENDED APPLICATION
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Inventory labels General ticketing Retail tag labels
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Pharmaceutical Medical use labels Flexible packaging Price tags
PRINT HEAD TYPE SENSITIVITY
FLAT EDGE 1ins‘ (259mm/sec)
Print speed ’ ‘ ‘ ‘
0 200 400 600 (mm/sec)
RECOMMENDED SUBSTRATES Vi
Uncoated paper * % £ ’ | | v ‘ ‘ ‘
Coated paper * % %k k Kk nergyrange ! — i
Gloss paper * %k % kK ’
Synthetic paper * % &k k %k RESISTANCE
Tag paper * %k % k Kk 70
Various types of film * % % % Scratch ’ : : : ‘ ‘
PET label * % % % 0 20 40 60 80 100
Care label — 80
| | |
Smudge
RIBBON SPECIFICATION (’) 2 20 50 l) 1(‘)0
Back coating Silicon Based 20
Film Thickness 4.5+0.5p Chemical ’ T ‘ ‘ ‘ ‘
Ribbon Thickness 9.5+ 0.5u 0 20 40 60 80 100
Ink Type WAX/Resin 75°C
Ink Melting Point 80°C Heat ’ ‘ y ‘ ‘ ‘ ‘
0 5‘0 100 150 200 250°C

Certifications and Permits

ROHS2.0 REACH MSDS HALOGEN

RESIN WAX RIBBON S No. 11/2, Vardhaman Nagari, CTS - 535,

Lane No.1, Karve Nagar, Pune - 411052.
WROB @& (020) 67642400 www.idtechno.net
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